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AQUAPREDICT®

Smart Blowdown · Intelligent Dosing · Complete
Cooling Tower Control

TOTAL CONTROL AND MONITORING

THE AQUA PREDICT ADVANTAGE

THE RESULT

AquaPredict® is the world’s most advanced controller for cooling tower water 
management. It automates every step of desalination, dosing, and hygiene control to 
achieve a perfect balance between performance, efficiency, and environmental protection.

Automatically maintains conductivity or TDS within precise limits, preventing lime and salt 
deposits. Adaptive runtime inline monitoring optimizes blowdown volume.

Smart Blowdown / Desalination:

Quantity-proportional dosing controlled by make-up water flow ensures continuous 
corrosion protection. Exact start and stop times maintain constant inhibitor concentration.

Inhibitor Dosing:

Fully programmable dosing by calendar or interval with secure lockout of blowdown during 
disinfection. Guarantees complete contact time for effective elimination of slime bacteria 
and algae.

Biocide Program Automation:

Continuous pH and temperature monitoring with automatic alarms and system interlocks.
Protects cooling circuits and ensures stable operating conditions.

Prevents biofouling, scaling, and corrosion simultaneously.
Reduces make-up water and energy consumption by maintaining optimal cycles of 
concentration.
Extends equipment lifetime and improves heat transfer efficiency.
Ensures full compliance with hygienic operation standards such as VDI 2047 1/2.
Delivers a rapid ROI, typically within one year through water, energy, and 
maintenance savings.

Safety Supervision:

Crystal-clean water circuits, stable chemistry, and flawless heat exchange.
No uncontrolled discharge.
No wasted chemicals.
Just predictive intelligence that keeps your cooling tower performing at its best — 
automatically.


